RESTORATION OF WORK AREA, RESTORATION OF THE TRAFFIC SIGNAL
WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH
AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC,,
AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY
SURFACES SUCH AS SHOULDERS, MEDIANS, SIDEWALKS, PAVEMENT,
ETC. SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED LAWNS
SHALL BE REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO
UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
SPECIFICATIONS 252 AND 250 RESPECTIVELY.

NOTE:

THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
FOR THIS PROJECT SHALL BE “ECONOLITE” TO
MATCH THE EXISTING ADJACENT SYSTEM.

16 T
9’ OFFSET FROM BACK OF CURB

NOTE:

LOCATION. RELOCATION OF THE EQUIPMENT IS BY OTHERS. THE
CONTRACTOR SHALL CONTACT GATSO-USA AT (480) 315-1386 AND
THE VILLAGE OF LIBERTYVILLE AT (847) 362-2430 TO COORDINATE
THE REMOVAL/RELOCATION OF THE RLR EQUIPMENT BY OTHERS.

EXISTING RED LIGHT RUNNING (RLR) EQUIPMENT IS PRESENT AT THIS

66’ COMBINATION MAST ARM
42’ FOUNDATION
6’ OFFSET FROM BACK OF CURB

IL RTE 21
(MILWAUKEE AVE.)
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CALLING LOOPS
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PROP, R.O.W.

9’ OFFSET FROM BACK OF CURB

65 |

65’

12’

MATCHLINE STA. 269+65, SEE NEXT SHEET

PROP. R.0.W.

-1
5
64' COMBINATION MAST ARM

42" FOUNDATION
9’ OFFSET FROM BACK OF CURB

SEE NOTE 2

9’ OFFSET FROM BACK OF CURB

\_INTERCONNECT TO
FIRE STATION

MATCHLINE STA. 275+75, SEE NEXT SHEET

EXIST. R.O.W.

[~~70" COMBINATION MAST ARM

42" FOUNDATION
9’ OFFSET FROM BACK OF CURB

NOTES:

1. CONTRACTOR SHALL RELOCATE PTZ EXISTING CAMERA FROM TEMPORARY TRAFFIC SIGNAL
TO LUMINAIRE MAST ARM OR AS DIRECTED BY THE ENGINEER.

® |[LeFT ON
2. CONTRACTOR SHALL RELOCATE EXISTING VIDEO ENCODER AND LAYER II (DATA LINK)
GREEN CALLING LOOPS SWITCH FROM TEMPORARY TRAFFIC SIGNAL CABINET TO PROPOSED TRAFFIC SIGNAL
ARROW CABINET OR AS DIRECTED BY THE ENGINEER.
ONLY ELECTRIC SERVICE
INSTALLATION TO BE 3. ALL DETECTOR LOOPS SHALL BE PREFORMED.
R10-5 COORDINATED WITH
o4t 30" UTILITY FOR FINAL 4,  COMBINATION MAST ARM LIGHTING SHALL UTILIZE A SEPERATE RACEWAY IN THE
X LOCATION FOUNDATION, CONNECTING TO THE STREET LIGHT SYSTEM.
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